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(4) Maximum net mass: 400 kg (882
pounds).

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, as
amended by Amdt. 178–106, 59 FR 67521, Dec.
29, 1994]

§ 178.513 Standards for boxes of nat-
ural wood.

(a) The following are the identifica-
tion codes for boxes of natural wood:

(1) 4C1 for an ordinary box; and
(2) 4C2 for a box with sift-proof walls.
(b) Construction requirements for

boxes of natural wood are as follows:
(1) The wood used must be well-sea-

soned, commercially dry and free from
defects that would materially lessen
the strength of any part of the box. The
strength of the material used and the
method of construction must be appro-
priate to the capacity and intended use
of the box. The tops and bottoms may
be made of water-resistant reconsti-
tuted wood such as hard board, particle
board or other suitable type.

(2) Fastenings must be resistant to
vibration experienced under normal
conditions of transportation. End grain
nailing must be avoided whenever prac-
ticable. Joints which are likely to be
highly stressed must be made using
clenched or annular ring nails or equiv-
alent fastenings.

(3) Each part of the 4C2 box must be
one piece or equivalent. Parts are con-
sidered equivalent to one piece when
one of the following methods of glued
assembly is used: Linderman joint,
tongue and groove joint, ship lap or
rabbet joint, or butt joint with at least
two corrugated metal fasteners at each
joint.

(4) Maximum net mass: 400 kg (882
pounds).

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, as
amended by Amdt. 178–106, 59 FR 67521, Dec.
29, 1994]

§ 178.514 Standards for plywood boxes.
(a) The identification code for a ply-

wood box is 4D.
(b) Construction requirements for

plywood boxes are as follows:
(1) Plywood used must be at least 3

ply. It shall be made from well-sea-
soned rotary cut, sliced or sawn veneer,
commercially dry and free from defects
that would materially lessen the
strength of the box. The strength of the

material used and the method of con-
struction must be appropriate to the
capacity and intended use of the box.
All adjacent plies must be glued with
water-resistant adhesive. Other suit-
able materials may be used together
with plywood in the construction of
boxes. Boxes must be nailed or secured
to corner posts or ends or assembled
with other equally suitable devices.

(2) Maximum net mass: 400 kg (882
pounds).

§ 178.515 Standards for reconstituted
wood boxes.

(a) The identification code for a re-
constituted wood box is 4F.

(b) Construction requirements for re-
constituted wood boxes are as follows:

(1) The walls of boxes must be made
of water-resistant, reconstituted wood
such as hardboard, particle board, or
other suitable type. The strength of
the material used and the method of
construction must be appropriate to
the capacity of the boxes and their in-
tended use.

(2) Other parts of the box may be
made of other suitable materials.

(3) Boxes must be securely assembled
by means of suitable devices.

(4) Maximum net mass: 400 kg (882
pounds).

§ 178.516 Standards for fiberboard
boxes.

(a) The identification code for a fi-
berboard box is 4G.

(b) Construction requirements for fi-
berboard boxes are as follows:

(1) Strong, solid or double-faced cor-
rugated fiberboard (single or multi-
wall) must be used, appropriate to the
capacity and intended use of the box.
The water resistance of the outer sur-
face must be such that the increase in
mass, as determined in a test carried
out over a period of 30 minutes by the
Cobb method of determining water ab-
sorption, is not greater than 155 g per
square meter (0.0316 pounds per square
foot)—see ISO International Standard
535. Fiberboard must have proper bend-
ing qualities. Fiberboard must be cut,
creased without cutting through any
thickness of fiberboard, and slotted so
as to permit assembly without crack-
ing, surface breaks, or undue bending.
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